SECTION 01 5000
TEMPORARY FACILITIES AND CONTROLS

PART 1 GENERAL

1.01 SECTION INCLUDES
   A. Temporary utilities.
   B. Temporary sanitary facilities.
   C. Temporary Controls: Barriers, enclosures, and fencing.
   D. Security requirements.
   E. Waste removal facilities and services.
   F. Project identification sign.
   G. Field offices.

1.02 RELATED REQUIREMENTS
   A. Section 01 5500 - Vehicular Access and Parking.

1.03 TEMPORARY UTILITIES
   A. Owner will provide the following:
      1. Electrical power and metering, consisting of connection to existing facilities.
      2. Water supply, consisting of connection to existing facilities.
   B. Provide and pay for all electrical power, lighting, water, heating and cooling, and ventilation required for construction purposes.
   C. Use trigger-operated nozzles for water hoses, to avoid waste of water.

1.04 TEMPORARY SANITARY FACILITIES
   A. Provide and maintain required facilities and enclosures. Provide at time of project mobilization.
   B. Maintain daily in clean and sanitary condition.

1.05 BARRIERS
   A. Provide barriers to prevent unauthorized entry to construction areas, to prevent access to areas that could be hazardous to workers or the public, to allow for owner's use of site and to protect existing facilities and adjacent properties from damage from construction operations and demolition.
      1. Barriers to be fire rated as required.
   B. Provide barricades and covered walkways required by governing authorities for public rights-of-way and for public access to existing building.
   C. Protect non-owned vehicular traffic, stored materials, site, and structures from damage.

1.06 FENCING
   A. Provide 6 foot high fence around construction site; equip with vehicular and pedestrian gates with locks.

1.07 INTERIOR ENCLOSURES
   A. Also see Section 01 3523 Owner Safety Requirements
   B. Also see Section 01 3533 Infection Control for Further Requirements
   C. Provide temporary partitions and ceilings as indicated to separate work areas from Owner-occupied areas, to prevent penetration of dust and moisture into Owner-occupied areas, and to prevent damage to existing materials and equipment.
      1. Temporary partitions and ceilings shall adhere to the following requirements:
         a. Public Areas (corridors or spaces that front publicly accessed areas) shall deploy barriers that are clean, solid, and presentable, able to receive graphic stickers or paint, and comply with specifications below:
b. Private Areas (staff areas, mechanical or electrical spaces, or other areas where general public populations have no access) shall deploy any approved barrier per specifications below:

D. Acceptable Materials:
1. Modular extendable wall systems: "STARC Systems" Aluminum framed and skinned panels and all required accessories to complete system
2. Steel Framing and gypsum board or plywood sheet materials with closed joints and sealed edges at intersections with existing surfaces. Paint surfaces exposed to public view.
3. Polyethylene Sheet: 6 mil, internally reinforced sheet, per NFPA 241 Standard for Safeguarding Construction Sites. Provide all accessories to complete barrier, height adjustable supports, door or access points, HEPA filtration ports and others as required.
4. Verify with Spectrum PM for final material requirements.
5. Maximum flame spread rating of 75 in accordance with ASTM E84.

E. Enclosure Plans: Prepare and provide to owner for review a complete plan of temporary barricades and barriers, note materials and other information as required (fire ratings). Provide this plan as part of the pre-construction project meeting.

1.08 SECURITY
A. Provide security and facilities to protect Work, existing facilities, and Owner's operations from unauthorized entry, vandalism, or theft.
B. Coordinate with Owner’s security program.

1.09 VEHICULAR ACCESS AND PARKING - SEE SECTION 01 5500
A. Coordinate access and haul routes with governing authorities and Owner.
B. Provide and maintain access to fire hydrants, free of obstructions.
C. Provide means of removing mud from vehicle wheels before entering streets.
D. Provide temporary parking areas to accommodate construction personnel. When site space is not adequate, provide additional off-site parking.

1.10 WASTE REMOVAL
A. Provide waste removal facilities and services as required to maintain the site in clean and orderly condition.
B. Provide containers with lids. Remove trash from site periodically.
C. If materials to be recycled or re-used on the project must be stored on-site, provide suitable non-combustible containers; locate containers holding flammable material outside the structure unless otherwise approved by the authorities having jurisdiction.
D. Open free-fall chutes are not permitted. Terminate closed chutes into appropriate containers with lids.

1.11 PROJECT IDENTIFICATION
A. Provide project identification sign of design and construction indicated on Drawings.
B. Erect on site at location indicated.
C. No other signs are allowed without Owner permission except those required by law.

1.12 FIELD OFFICES
A. Office: Weathertight, with lighting, electrical outlets, heating, cooling equipment, and equipped with sturdy furniture, drawing rack, and drawing display table.
B. Provide space for Project meetings, with table and chairs to accommodate a minimum of 12 persons.

1.13 REMOVAL OF UTILITIES, FACILITIES, AND CONTROLS
A. Remove temporary utilities, equipment, facilities, materials, prior to Date of Substantial Completion inspection.
B. Clean and repair damage caused by installation or use of temporary work.

PART 2 PRODUCTS - NOT USED
PART 3 EXECUTION - NOT USED

END OF SECTION 01 5000