PART 1 GENERAL

1.01 SECTION INCLUDES
A. Tile for floor applications.
B. Tile for wall applications.
C. Tile for shower receptors.
D. Cementitious backer board as tile substrate.
E. Coated glass mat backer board as tile substrate.
F. Stone thresholds.
G. Ceramic accessories.
H. Ceramic trim.
I. Non-ceramic trim.

1.02 REFERENCE STANDARDS
E. ANSI A108.4 - American National Standard Specifications for Installation of Ceramic Tile with Organic Adhesives or Water Cleanable Tile-Setting Epoxy Adhesive; 2009 (Revised).
O. ANSI A118.4 - American National Standard Specifications for Modified Dry-Set Cement Mortar; 2012 (Revised).


1.03 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide manufacturers' data sheets on tile, mortar, grout, and accessories. Include instructions for using grouts and adhesives.

C. Shop Drawings: Indicate tile layout, patterns, color arrangement, perimeter conditions, junctions with dissimilar materials, control and expansion joints, thresholds, ceramic accessories, and setting details.

D. Samples: Mount tile and apply grout on two plywood panels, minimum 18 by 18 inches in size illustrating pattern, color variations, and grout joint size variations.

E. Maintenance Materials: Furnish the following for Owner's use in maintenance of project.
   1. See Section 01 6000 - Product Requirements, for additional provisions.
   2. Extra Tile: 1 percent of each size, color, and surface finish combination.

1.04 QUALITY ASSURANCE

A. Maintain one copy of and ANSI A108/A118/A136.1 and TCNA (HB) on site.

1.05 DELIVERY, STORAGE, AND HANDLING

A. Protect adhesives from freezing or overheating in accordance with manufacturer's instructions.

1.06 FIELD CONDITIONS

A. Maintain ambient and substrate temperature of 50 degrees F during installation of mortar materials.

PART 2 PRODUCTS

2.01 TILE

A. Manufacturers: All products by the same manufacturer.
4. Atlas Concord
5. Sant Agostino
6. Fiandre
7. Oceanside Glass Tile
8. Vitroceram
9. Fireclay Tile
10. Stone Tile International
11. Verify with Spectrum Health Interior Designers applications and locations for various tiles specified.

B. Ceramic Mosaic Tile: ANSI A137.1, standard grade.
   1. Size: 4 by 4 inch, nominal.
   2. Shape: Square.
   3. Edges: Square.
   4. Surface Finish: Matte glazed.
   5. Color(s): As scheduled.
   6. Trim Units: Matching bead, cove, and surface bullnose shapes in sizes coordinated with field tile.

C. Glazed Wall Tile: ANSI A137.1, standard grade.
   1. Size: Varies 6"x12", 4"x12", 2"x12" see typical detail.
   2. Edges: Cushioned.
   4. Color(s): As scheduled.
   5. Trim Units: Matching bead, bullnose, cove, and base shapes in sizes coordinated with field tile.

D. Porcelain Tile: ANSI A137.1, standard grade.
   1. Size: 6 by 12 inch, 4 by 12 inch, 12 by 24 inch, 18 by 18 inch, 12 by 12 inch, or 6 by 24 inch nominal.
   2. Thickness: 3/8 inch.
   3. Edges: Cushioned.
   4. Surface Finish: Matte glazed.
   5. Color(s): As scheduled.
   6. Trim Units: Matching bullnose, double bullnose, cove base, and cove shapes in sizes coordinated with field tile.

E. Natural Stone Tile:
   1. Single Tiles:
      a. Size: Multiple sizes rectangular tiles.
      b. Thickness: 3/8 inch.
   2. Mesh-Mounted Tiles:
      a. Size and Shape: Multiple size rectangular tiles on 12 by 12 inch nominal mesh backing.
      b. Thickness: 1/4 inch.
   3. Face: Smooth.
   5. Edges: Square.
   6. Color(s): As scheduled.

F. Glass Tile: ANSI A137.2, standard grade.
   1. Mosaic Tiles:
      a. Size: 1 by 1 inch, nominal, tiles on 12 by 12 inch, nominal, mesh backing.
      b. Thickness: 5/16 inch.
   2. Edges: Square.
   3. Color(s): As scheduled.
2.02 TRIM AND ACCESSORIES

A. Ceramic Accessories: Glazed finish, same color and finish as adjacent field tile; same manufacturer as tile.

B. Ceramic Trim: Matching bullnose, double bullnose, cove base, and cove ceramic shapes in sizes coordinated with field tile.
   1. Manufacturers: Same as for tile.

C. Non-Ceramic Trim: Satin natural anodized extruded aluminum, style and dimensions to suit application, for setting using tile mortar or adhesive.
   1. Applications:
      a. Open edges of wall tile.
      b. Open edges of floor tile.
      c. Wall corners, outside and inside.
      d. Transition between floor finishes of different heights.
      e. Thresholds at door openings.
      f. Expansion and control joints, floor and wall.
      g. Floor to wall joints.
      h. Borders and other trim as indicated on drawings.
   2. Manufacturers:

D. Thresholds: Marble, white or gray, honed finish; 2 inches wide by full width of wall or frame opening; 1/2 inch thick; beveled one long edge with radius on top side; without holes, cracks, or open seams.

2.03 SETTING MATERIALS

A. Latex-Portland Cement Mortar Bond Coat: ANSI A118.4 or ANSI A118.15.
   1. Applications: Use this type of bond coat where indicated and where no other type of bond coat is indicated.

B. Epoxy Adhesive and Mortar Bond Coat: ANSI A118.3.
   1. Applications: Where indicated on drawings.

2.04 GROUTS

A. Manufacturers:

B. Standard Grout: ANSI A118.6 standard cement grout.
   1. Applications: Use this type of grout where indicated and where no other type of grout is indicated.
   2. Use sanded grout for joints 1/8 inch wide and larger; use unsanded grout for joints less than 1/8 inch wide.
   3. Color(s): As scheduled.

C. Epoxy Grout: ANSI A118.3 chemical resistant and water-cleanable epoxy grout.
   1. Applications: Where indicated.
   2. Color(s): As scheduled.

2.05 MAINTENANCE MATERIALS

A. Grout Sealer: Liquid-applied, moisture and stain protection for existing or new Portland cement grout.
   1. Composition: Water-based colorless silicone.

2.06 ACCESSORY MATERIALS

A. Concrete Floor Slab Crack Isolation Membrane: Material complying with ANSI A118.12; not intended as waterproofing.
   1. Thickness: 20 mils, maximum.
2. Crack Resistance: No failure at 1/16 inch gap, minimum.

B. Waterproofing Membrane at Floors: Specifically designed for bonding to cementitious substrate under thick mortar bed or thin-set tile; complying with ANSI A118.10.
   1. Fluid or Trowel Applied Type:
      a. Thickness: 25 mils, minimum, dry film thickness.
   2. Bonded Sheet Membrane Type:
      a. Material: PVC sheet membrane with polyester fleece laminated to both sides, 40 mils thick, nominal.

C. Waterproofing Membrane at Showers and Tiled Tubs: Specifically designed for bonding to cementitious substrate under thick mortar bed or thin-set tile; complying with ANSI A118.10.
   1. Fluid or Trowel Applied Type:
      b. Thickness: 25 mils, minimum, dry film thickness.

D. Reinforcing Mesh: 2 by 2 inch size weave of 16/16 wire size; welded fabric, galvanized.

E. Underlayment at Floors: Specifically designed for bonding to thin-set setting mortar; not primarily a waterproofing material and having the following characteristics:
   2. Crack Resistance: No failure at 1/16 inch gap, minimum; comply with ANSI A118.12.
   4. Uncoupling Function: Allow for separation between membrane and the mortar adhering tile to the membrane when subjected to excessive substrate movement.
   5. Uncoupling Membrane: 1/8 inch thick polyurethane matting with three-dimensional grid structure with dovetail shaped cavities and fleece webbing laminated to the underside to provide a mechanical bond to the substrate adhesive (DITRA)
      a. Product: Provide Schluter Systems "DITRA."

F. Backer Board: Cementitious type complying with ANSI A118.9; high density, glass fiber reinforced, 1/2 inch thick; 2 inch wide coated glass fiber tape for joints and corners.

G. Backer Board: Coated glass mat type complying with ASTM C1178/C1178M; inorganic fiberglass mat on both surfaces and integral acrylic coating vapor retarder.

H. Mesh Tape: 2 inch wide self-adhesive fiberglass mesh tape.

PART 3 EXECUTION

3.01 EXAMINATION

A. Verify that sub-floor surfaces are smooth and flat within the tolerances specified for that type of work and are ready to receive tile.

B. Verify that wall surfaces are smooth and flat within the tolerances specified for that type of work, are dust-free, and are ready to receive tile.

C. Verify that sub-floor surfaces are dust-free and free of substances that could impair bonding of setting materials to sub-floor surfaces.

D. Verify that concrete sub-floor surfaces are ready for tile installation by testing for moisture emission rate and alkalinity; obtain instructions if test results are not within limits recommended by tile manufacturer and setting materials manufacturer.

E. Verify that required floor-mounted utilities are in correct location.

3.02 PREPARATION

A. Protect surrounding work from damage.

B. Vacuum clean surfaces and damp clean.

C. Seal substrate surface cracks with filler. Level existing substrate surfaces to acceptable flatness tolerances.
D. Install backer board in accordance with ANSI A108.11 and board manufacturer's instructions. Tape joints and corners, cover with skim coat of setting material to a feather edge.

3.03 INSTALLATION - GENERAL
A. Install tile, thresholds, and stair treads and grout in accordance with applicable requirements of ANSI A108.1a through ANSI A108.13, manufacturer's instructions, and TCNA (HB) recommendations.
B. Lay tile to pattern indicated. Do not interrupt tile pattern through openings.
C. Cut and fit tile to penetrations through tile, leaving sealant joint space. Form corners and bases neatly. Align floor joints.
D. Place tile joints uniform in width, subject to variance in tolerance allowed in tile size. Make grout joints without voids, cracks, excess mortar or excess grout, or too little grout.
E. Form internal angles square and external angles bullnosed.
F. Install ceramic accessories rigidly in prepared openings.
G. Install non-ceramic trim in accordance with manufacturer's instructions.
H. Install thresholds where indicated.
I. Sound tile after setting. Replace hollow sounding units.
J. Keep control and expansion joints free of mortar, grout, and adhesive.
K. Prior to grouting, allow installation to completely cure; minimum of 48 hours.
L. Grout tile joints unless otherwise indicated. Use standard grout unless otherwise indicated.
M. At changes in plane and tile-to-tile control joints, use tile sealant instead of grout, with either bond breaker tape or backer rod as appropriate to prevent three-sided bonding.

3.04 INSTALLATION - FLOORS - THIN-SET METHODS
A. Over interior concrete substrates, install in accordance with TCNA (HB) Method F113, dry-set or latex-Portland cement bond coat, with standard grout, unless otherwise indicated.
   1. Where waterproofing membrane is indicated, install in accordance with TCNA (HB) Method F122, with latex-Portland cement grout.

3.05 INSTALLATION - FLOORS - MORTAR BED METHODS
A. Over interior concrete substrates, install in accordance with TCNA (HB) Method F111, with cleavage membrane, unless otherwise indicated.
   1. Where waterproofing membrane is indicated, with standard grout or no mention of grout type, install in accordance with TCNA (HB) Method F121.
B. Cleavage Membrane: Lap edges and ends.
C. Mortar Bed Thickness: 5/8 inch, unless otherwise indicated.

3.06 INSTALLATION - SHOWERS AND BATHTUB WALLS
A. At bathtub walls install in accordance with TCNA (HB) Method B412, over cementitious backer units with waterproofing membrane.
B. Grout with standard grout as specified above.

3.07 INSTALLATION - WALL TILE
A. Over cementitious backer units on studs, install in accordance with TCNA (HB) Method W244, using membrane at toilet rooms.
B. Over gypsum wallboard on wood or metal studs install in accordance with TCNA (HB) Method W243, thin-set with dry-set or latex-Portland cement bond coat, unless otherwise indicated.

3.08 CLEANING
A. Clean tile and grout surfaces.
3.09 PROTECTION

A. Do not permit traffic over finished floor surface for 4 days after installation.

END OF SECTION 09 3000