SECTION 21 0513
COMMON MOTOR REQUIREMENTS FOR FIRE SUPPRESSION EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
   A. General construction and requirements.
   B. Applications.
   C. Single phase electric motors.
   D. Three phase electric motors.

1.02 REFERENCE STANDARDS
   A. NEMA MG 1 - Motors and Generators; 2014.
   B. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having Jurisdiction, Including All Applicable Amendments and Supplements.

1.03 SUBMITTALS
   A. See Section 01 3000 - Administrative Requirements for submittal procedures.
   B. Product Data: Provide wiring diagrams with electrical characteristics and connection requirements.
   C. Manufacturer's Installation Instructions: Indicate setting, mechanical connections, lubrication, and wiring instructions.
   D. Operation Data: Include instructions for safe operating procedures.
   E. Maintenance Data: Include assembly drawings, bearing data including replacement sizes, and lubrication instructions.

1.04 QUALITY ASSURANCE
   A. Manufacturer Qualifications: Company specializing in manufacture of electric motors for Fire Protection use, and their accessories, with minimum three years documented product development, testing, and manufacturing experience.
   B. Conform to NFPA 70.

1.05 DELIVERY, STORAGE, AND HANDLING
   A. Protect motors stored on site from weather and moisture by maintaining factory covers and suitable weather-proof covering. For extended outdoor storage, remove motors from equipment and store separately.

1.06 WARRANTY
   A. See Section 01 7800 - Closeout Submittals for additional warranty requirements.
   B. Provide five year manufacturer warranty for motors larger than 20 horsepower.

PART 2 PRODUCTS
2.01 MANUFACTURERS
   B. US Motor.
   C. Lincoln.
   D. Marathon.

2.02 GENERAL CONSTRUCTION AND REQUIREMENTS
   A. Electrical Service:
      1. Motors Larger than 3/4 Horsepower: 460 volts, three phase, 60 Hz.
         a. TEFC Type unless notes otherwise.
   B. Construction:
1. Open drip-proof type except where specifically noted otherwise.
2. Design for continuous operation in 104 degrees F environment.
3. Design for temperature rise in accordance with NEMA MG 1 limits for insulation class, service factor, and motor enclosure type.

C. Visible Nameplate: Indicating motor horsepower, voltage, phase, cycles, RPM, full load amps, locked rotor amps, frame size, manufacturer's name and model number, service factor, power factor, efficiency.

D. Wiring Terminations:
   1. Provide terminal lugs to match branch circuit conductor quantities, sizes, and materials indicated. Enclose terminal lugs in terminal box sized to NFPA 70, threaded for conduit.
   2. For fractional horsepower motors where connection is made directly, provide threaded conduit connection in end frame.

2.03 APPLICATIONS

2.04 SINGLE PHASE POWER - SPLIT PHASE MOTORS
   A. Enclosed Motors: Class A (50 degrees C temperature rise) insulation, 1.0 Service Factor, prelubricated ball bearings.

PART 3 EXECUTION

3.01 INSTALLATION
   A. Install in accordance with manufacturer's instructions.
   B. Install securely on firm foundation. Mount ball bearing motors with shaft in any position.
   C. Check line voltage and phase and ensure agreement with nameplate.

END OF SECTION 21 0513