SECTION 21 0553
IDENTIFICATION FOR FIRE SUPPRESSION PIPING AND EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Nameplates.
B. Stencils.
C. Pipe markers.

1.02 RELATED REQUIREMENTS
A. Section 09 9123 - Interior Painting: Stencil paint.

1.03 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. List: Submit list of wording, symbols, letter size, and color coding for mechanical identification.

PART 2 PRODUCTS
2.01 NAMEPLATES
A. Description: Laminated three-layer plastic with engraved letters.
   2. Letter Height: 1/4 inch.

2.02 STENCILS
A. Stencils: With clean cut symbols and letters of following size:
   1. 3/4 to 1-1/4 inch Outside Diameter of Insulation or Pipe: 8 inch long color field, 1/2 inch high letters.
   2. 1-1/2 to 2 inch Outside Diameter of Insulation or Pipe: 8 inch long color field, 3/4 inch high letters.
   3. 2-1/2 to 6 inch Outside Diameter of Insulation or Pipe: 12 inch long color field, 1-1/4 inch high letters.

2.03 PIPE MARKERS

PART 3 EXECUTION
3.01 INSTALLATION
A. Install nameplates with corrosive-resistant mechanical fasteners, or adhesive. Apply with sufficient adhesive to ensure permanent adhesion and seal with clear lacquer.
B. Apply stencil painting in accordance with Section 09 9123.
C. Use tags on piping 3/4 inch diameter and smaller.
   1. Identify service, flow direction, and pressure.
   2. Install in clear view and align with axis of piping.
   3. Locate identification not to exceed 20 feet on straight runs including risers and drops, adjacent to each valve and Tee, at each side of penetration of structure or enclosure, and at each obstruction.

END OF SECTION 21 0553
IDENTIFICATION FOR FIRE SUPPRESSION PIPING AND EQUIPMENT